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QP. CRACK 

General description: 

 

Water-based acrylic putty (styrene acrylic copolymer), It has a strong, durable composition and high 

effectiveness ,and it is an ideal solution to all cracks, joints, hair line cracks, and hole problems, it is 

applicable on all interior and exterior surfaces. Easy to apply using suitable tools. 

 

Special features: 

 

1. Elastic properties. 

2. High permeability. 

3. Filling properties. 

4. Acrylic, excellent adhesion. 

5. Resistant to weather. 

6. Odorless, Mercury-free and lead-free. 

7. Environmentally friendly, non-toxic and non-flammable. 
 

 

Application steps:  

 

1. Preparation of surface: 

 

 Scrape the surface well to remove plaster particles, dust, oil… etc. 

 Surface must be dry when applied.  

 

2. Application: 

 

 Use a trowel to fill cracks. 

 Wait 2 hours before applying second coat to penetrate deeply into the crack.  

 Keep filling the crack until it levels with the surface. 

 Scrape the surface well before drying or it will be difficult to remove the increments.  

 

 

 

Note: 

-  Don't mix putties with any liquid, it is used as it is. 
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Package & storage: 

 
-1 kg, 5 kg and 25kg in plastic containers  

- Must be stored away from direct heat or frost unopened in dry condition, for maximum of                                                            

12   month from the date of production. 

 

Technical data: 
 

Color White 

Binder Vinyl  Acetate copolymer 

Specific density 1.75 

Drying time 2-12 hours after application,  According to ASTM D5895 

Solid content 66% 

Consumption 
Up to 1.2m²/kg subject to crack condition (both depth 

and width) 
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